
DATASHEET

MiamiSPACE HEATING RANGE

MIAMI

MOUNTING DIAGRAM

IMPORTANT
In exposed areas with air movement/wind the infrared spread may reduce by 1/3 to 1/2. In these areas we 
recommend mounting at the lowest height and proportionally increasing the number of heaters. 

The recommended installation height of the MIAMI is 1.8m to 2.4m (71” - 94”) from the � oor. Under no 
circumstances is the heater to be installed at less than 1.8m (71”) from the � oor. The Miami does not 
come with a plug.

The heated zones are based on the recommended mounting heights. 

Ensure supply voltage does not exceed 245 Volts. The Herschel Miami is guaranteed against failure due to 
faulty materials or workmanship for two years. The warranty excludes lamp. In the unlikely event of failure 
of the unit within this time, the unit must be returned to the supplier for repair or replacement. Refer 
to the warranty policy on Herschel-infrared.com for more detail including exclusions. The guarantee is 
invalid if the correct installation instructions have not been adhered to.

FEATURES AND BENEFITS

The Herschel MIAMI provides the ideal choice for instant, e� ective outdoor warmth for pub and restaurant 
garden areas as well as home patios. The Miami can also be used in warehouses and other industrial 
spaces indoors.

This small, discreet 2kW heater, available in a black or white aluminium � nish, o� ers a warm up time of 
2 seconds and can be wall, ceiling or parasol mounted (parasol mounting requires an additional bracket, 
purchased separately). Alternatively, it can be mounted on an optional stand (purchased separately).

Silent in operation, the low glare Herschel MIAMI presents a high performance solution that’s perfect for 
providing immediate warmth.

Rated at IP65 protection, MIAMI is suitable for all outdoor areas and comes with a two year warranty 
(excludes lamp).
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Heating Element: Premium, low glare 
heating lamp

Re� ector: Mirror aluminium (98% re� ection 
preventing rearward heat loss)

Body: Aluminium, in white & black � nishes

Cable length: 1.8m

Warm Up Time: 2 seconds

Useful Wavelength Range: 0.8µm

IP Rating: IP65

46cm

7.5cm

PART NUMBER RATED POWER VOLTAGE

M-MIAMI-2000B

DIMENSIONS CURRENT WEIGHT HEATED ZONE
 Indoors               Outdoors

2000W 230V 46 x 19 x 7.5 cm 8.7A 2.2kg 6-12m2 4-7m2

M-MIAMI-2000W 2000W 230V 46 x 19 x 7.5 cm 8.7A 2.2kg 6-12m2 4-7m2

Min 14cm

Parasol bracket (sold separately)

Wall mounting
(recommended mounting height: 1.8 - 2.4 M)
Ceiling mounting

Min 1.8m

Max 90˚
Min 45˚

Min 0.5m

Min 0.5m

Wall

Floor

Min 0.5m

Min 1.8m

Floor

Wall

Ceiling


