
TILTING AND OSCILLATING RING
Up to 15° manual tilt and 80° automatic swing for best 
distribution of fresh and warm air in the room

HEPA 14 FILTER AND UV-LAMP
In addition to the pre-filter and activated carbon filter, it is 
equipped with a HEPA 14 filter (with an efficiency of 99.99% 
on particles up to 0.3 microns), and a germicidal UV lamp 
that sterilises the air, destroying micro-organisms

CERAMIC TECHNOLOGY
DC 2000W motor with ceramic resistance for even and 
constant heat distribution.

WI-FI AND VOICE CONTROL
Thanks to the integrated Wi-Fi and compatibility with 
the most common voice controllers, it can be managed 
with either voice commands or using the dedicated app.

FEATURES
3 filtering stages (pre-filter/activated carbon filter/HEPA 14 filter)
Germicidal UV lamp
Touchscreen display with temperature and humidity visualisation
Sleep/turbo function
1-8h timer
Remote control included
Up to 15° manual tilt and 80° automatic swing

FUTURA
The 3in1 with best air diffusion

Cod. 99275

NEW



PRELIMINARY DATA VERTIGO FUTURA

PRODUCT CODE 99276 99275

EAN CODE 8021183992762 8021183992755

Power absorption W 35 35

Thermal power W 2000 2000

Protection level IPX0 IPX0

Insulation class II II

Fan speeds nr 9 9

Heating fan speed nr 4 4

Sound pressure level (1) dB(A) 
min-max 32-51 27-50

Dimensions (W x H x D) mm 230 x 986 x 230 255 x 700 x 255

Gift box dimensions (W x H x D) mm 285 x 1055 x 291 301 x 770 x 315

Weight (without packaging) kg 4,2 5,0

Weight (with packaging) kg 6,5 6,8

For rooms up to (purification) m² 15 10

For rooms up to (heating) m² 20 25

CADR Clean air delivery rate m³/h 71 48

Ozone production ppm NO NO

Power supply V-F-Hz 220/240 - 1 - 50/60 220/240 - 1 - 50/60

Conformity mark CE CE

Digital control

Filter cleaning/replacing signal

Sleep function

Turbo Function

Automatic swing

Adjustable tilt -

Temperature indicator display

Humidity indicator display -

Ceramic resistance

Temperature setting

Timer

Remote control

UV lamp

Antidust pre-filter

HEPA filter

HEPA filter type HEPA14 HEPA14

Carbon filter

Automatic re-start function on return of mains voltage

Integrated wi-fi

Voice support

Technical specifications 3in1

(1) The sound pressure level was measured in a semi-anechoic chamber at a distance of 1 metre from the front part of the appliance with the microphone at a height of 1 metre.


